              QTY

	1.
	48
	Micro Body F84M-4 Series Conventional Spring operated SRV Brass Body and Trim.
Service: AIR
SS Tags: TBD
Set Pressure: 125 PSIG.

Blowdown: 7-10%

Venting to atmosphere

Seat Mat’l: TEFLON

Seal Mat’l: TEFLON

Relieving Temperature: -423 TO 400º F

Inlet Size: 1/2” FNPT

Outlet Size: 3/4” FNPT

Orifice Area: .065 Sq. Inches.

Model No.: 01-2190F-111   

Functional Test Report.

Certificate of conformance

                                                 

	2.
	30
	Large Body F84-6 Series Conventional Spring operated SRV Brass Body and Trim.
Service: AIR
SS Tags: TBD
Set Pressure: 1650 PSIG.

Blowdown: 7-10%

Venting to atmosphere

Seat Mat’l: VESPEL

Seal Mat’l: TEFLON

Relieving Temperature: -423 TO 400º F

Inlet Size: 3/4” MS33649-12

Outlet Size: 1.0” MS33649-16

Orifice Area: .149 Sq. Inches.

Model No.: 01-1159F-201

Functional Test Report.

Certificate of conformance

                                                 

	3.
	30
	Large Body F84-8 Series Conventional Spring operated SRV Brass Body and Trim.
Service: AIR
SS Tags: TBD
Set Pressure: 1650 PSIG.

Blowdown: 7-10%

Venting to atmosphere

Seat Mat’l: VESPEL

Seal Mat’l: TEFLON

Relieving Temperature: -423 TO 400º F

Inlet Size: 1” FNPT

Outlet Size: 1.0” FNPT

Orifice Area: .261 Sq. Inches.

Model No.: 01-1160F-301 

Functional Test Report.

Certificate of conformance

                                               

	4.
	3
	Large Body F84-GSeries Conventional Spring operated SRV Brass Body and Trim.
Service: AIR
SS Tags: TBD
Set Pressure: 300 PSIG.

Blowdown: 7-10%

Venting to atmosphere

Seat Mat’l: TEFLON

Seal Mat’l: TEFLON

Relieving Temperature: -423 TO 400º F

Inlet Size: 1-1/2” FNPT

Outlet Size: 2.0” FNPT

Orifice Area: .664 Sq. Inches.

Model No.: 01-1162F-401

Functional Test Report.

Certificate of conformance

                                                 


