3 7 5 5 < 4 3 2 w
NOTES
= 1. "A" SURFACES AND P, D, OF TEETH MUST
SEE NOTE ¢? (@3.500(REF ) | b
R.040 MIN OITCH DIAMETER BE CONCENTRIC, PARALLEL, FLAT,
ROOT FILLET SQUARE & TRUE AS APPLICABLE T EACH
BUTH SIDES OTHER WITHIN 001 FIR
22l
™ — D49 2. LOCATE KEYWAY UN CENTERLINE OF TUOOTH
}3 AS SHOWN WITHIN £ 0° 307
®3758
3749 - 5 3. MAXIMUM SURFACE ROUGHNESS 64 ulN. [)
- ‘ MAJOR DIAMETER :j::;;ff’”A” UNLESS OTHERWISE NUOTED
// //
- | S [ e 4. MATERIAL: FABRICATION AND INSPECTION
A N . e 10 TYP. MUST CONFORM TO SPECIFICATIONS
SUPPLIED BY NASA  SEE PURCHASE [RDER
/ AND PROCUREMENT SPECIFICATION FOR
| \ DETAILS
|
| 03.145 O, GEAR TEETH SHALL HAVE INVOLUTE AND
? | MINOR DIAMETER LEAD MODIFICATIONS, SEE PROCUREMENT
SPECIFICATION FOR REQUIREMENTS
681 T
675 ?c.00
681
679
L \
| 51182 ii
| 1181 “'> Cj
\ ,
“, /
) |
| . %
BUTH FACES B — ;éi
L JADED N\ |/ GEAR DATA - SEE TABLE
MASK THESE SURFACES
BEFORE NITRIDING [OR
| H—— 099 (se noTE 2 CARBURIZING L
A e o0 st B B
—— ~ 8¢ (SEE NOTE &)
B ,
GEAR DATA
NUMBER OF TEETH °8 EE
DIAME TRAL PITCH 8 § |
ROUND EDGES
015-.025 CIRCULAR PITCH 0.3927
TYP
WHOLE DEPTH 0,300 ~
ROUND EDGES |
005-.015 ADDENDUM 0125 ~I
TYP, ~
CHORDAL TOUOTH THICKNESS (REF) [C0.19D QCE
0 2L0)
HELIX ANGLE 0 g@Q
CHG ZONE DESCRIPTION APP/DATE %Q
PQESSUQE ANGLE BOO PRIOR TO USE VERIFY THE INTENDED PURPOSE IN PDM ("FOR” ATTRIBUTEY REVISIONS %Q
CONTRACT N
STTCH DIAVETER 50 T RIS A ST
TOLERANCE ON TASK CLEVELAND, OHIO
OUTSIDE DIAMETER 3,750 in. JRDLR
X . 00 DRAF TER /X
ROOT FILLET 0040 in. XX + 0.0] ENGINEER FOUR SQUARE GEAR TESTING
to 0060 in, XXX + 0005 DESIGNER
MEASUREMENT OVER PINS 3./867 in. PRACTION 1, 1/3p DIMENSIONING AND
/ 37912 in. ANGULAR | (150" TOLERANCING PER PITTING TEST GEAR - HIGH THRQUE
PIN DIAMETER 0216 in. BREAK EDGES 0] t0.07 ASME Y14.5M-1994
PDM REL LEVEL‘ ¥ ¥ ¥ PDM QEVISIDN‘ KX ¥ SIZE DRAWING NUMBER REV BLDG AREA
°3 CE-1
DETALL E} BACKLASH (REF) 0.010) PDM DATABASE:  *xx [> [:I]E55j1§}1¥4—‘*47 - UNITS: INCH
SCALE  9/1 MODEL NAME: CD-851944-C SCALE: INITIAL REL DATE SHEET DISCIPLINE
CHECK FOR ANY OUTSTANDING ECO’'S PRIOR TO USE 1/1 04/28/2010 1 oF | MECHANICAL

D

*~ 4

5 /

PRU/E VERSION: Wildfire 2.0




