SPECIFICATIONS FOR INCONEL ALLOY TUBING FOR 31 INCH MACH 10 HEATER BUNDLE

Tube: 

SMLS(Seamless)
Material:
Inconel Alloy X-750

Temper:        
Annealed

OD Size:          
.4375” +.005” -.000”

Wall Size:        
.032” +/- 5%

Length:            
176.5 IN +.125”-.000”

Weight/ft         
.14688 lbs/ft
Specifications: 
AMS 5582 Rev E of 03-00-02

Comments:      
Quantity: 250 pieces 

                         
Length: 176.500” equivalent to 14 FT – 8.500” +1/8”-.000” Exact cut lengths

                       
Straightness: .010” per foot
Nominal Chemical Composition:



Nickel

70.0% minimum



Chromium
14.0 – 17.0%



Iron

5.0 – 9.0%



Titanium
2.25% - 2.75%



Aluminum
0.40 – 1.00%


Columbium
0.70 – 1.20%



Manganese
1.0% maximum



Silicon

0.5% maximum



Sulfur

0.01% maximum



Copper

0.5% maximum



Carbon

0.08% maximum

Note: 
The Inconel tube material certificates are required showing the verification of the material tracking from the original form to the finished product. The material certification is a requirement for payment.

All tubes produced from the same mill run (batch).
