
Synopsis/RFQ Combo:  NNM11384676Q 

Amendment 01: 

Questions and Answers in reference to the subject RFQ announcement 

 

Questions 

1) We can’t read the dimensions on the drawing of the existing piping that was attached to the 
SOW. Can you scale up the text or mark‐up the drawing with larger text? 

2) Is the (2ft) 1” x 3” VP flex a stand‐alone VJ spool? What type of end connection is required? 
3) Is the 6” VJ valve stand‐along or built into the 6 x 8 spool? 
4) Do we include a “Keep‐Cold Device” for each riser? 
5) If the SOW does not include the “Keep‐Cold Device” what connection is required on the VJ 

risers. 
6) Can we install the VJ spool using our personnel or do we need to use a MSFC certified / 

approved contractor? 
7) Will existing pipe supports be available or at least existing pipe support locations be available for 

use with the new VJ spool?  
8) Do we include hardware and gaskets to connect the new VJ spool to the tank and pump system? 
9) Is there any field testing required after installing the VJ spool. 

 

Answers 

1.  Answered in insert (See Attachment 1). 
2. My apologies for this one… The only piping for bids is on page 3 of 6 (the one sheet  on new 

attachment 1) 
3. The VJ valve is built into the VJ pipe on 66.75” section (lower section on drawing). 
4. The keep cold device is not included we want a 1” NPT (male or female) on VJ riser. 
5. See #4 
6. Installation will be by MSFC certified contractors. 
7. Existing pipe supports can be used and there is room for additional support as necessary. 
8. Hardware and gaskets is included. 
9. VJ piping will be activated vendor will be responsible for leaks in VJ lines as well as proper fit to 

existing pipe 
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