
1HR & 2HR RATED PARTITION

CEILING WHERE APPLICABLE

UNDERSIDE OF STRUCTURE

BASE

PLAN

WALL BASE.

HEAD

SUBSTRATE

7/8" METAL HAT CHANNEL AT
24" OC. VERTICALLY

5/8" GWB.

1 1/2"=1'-0"

CEILING WHERE APPLICABLE

UNDERSIDE OF STRUCTURE

CONTINUOUS DEFLECTION TRACK
FASTEN TO STRUCTURE @12" OC MAX.

HEAD

PLAN
METAL STUDS PER SCHEDULE

5/8" FIRE RESISTANT GWB

1"

A

1"
METAL STUD PER SCHEDULE

(2) LAYER 5/8" FIRE RESISTANT GWB.
ONLY B2 & B4

STRUCTURE

SEE DETAIL 2/A-802

1" GWB LINER PANEL

SEE DETAIL 4/A-802

HEAD

PLAN

CEILING WHERE APPLICABLE

1 HR & 2 HR RATED SHAFT WALL

1"
4"

B

SAFB PER SCHEDULE

1/2" FULLY TEMPERED GLASS

CEILING AS SCHEDULED.

2X WOOD BLOCKING

CEILING AS SCHEDULED
EDGE TRIM, L-BEAD

1" x 1" GLAZING CHANNEL

BASE

PLAN

HEAD

UNDERSIDE OF STRUCTURE

90.00°

3 5/8" METAL STUD LATERAL STEEL
BRACING @ 4'-0" O.C. MIN (2)
BRACES PER TUBE STEEL SECTION

SHIM

TUBE STEEL 3 1/2" X 3 1/2" X 3/16",
SECURELY FASTEN TO 6" STUD

6" METAL STUD FRAMING
TO DECK WITH 1 LAYER
OF 5/8" GYP BD EACH
SIDE & 3" SOUND BATT
INSULATION

THREADED ROD @ 2'-0"
O.C. ATTACH TO STRUCT.

BASE

SEE DETAIL 4/A-802

CONT. FIRE RATED SEALANT

BASE

CONT. FIRE-RATED SEALANT

8" CMU
C

CONT. FIRE RATED SEALANT

CEILING WHERE APPLICABLE

UNDERSIDE OF STRUCTURE

CONT. FIRE RATED SEALANT

WALL BASE.

SUBSTRATE

7/8" METAL HAT CHANNEL AT
24" OC. VERTICALLY

5/8" GWB. APPLIED IN (1) LAYER

HEAD

PLAN

BASE

NON-RATED PARTITION
D

CEILING WHERE APPLICABLE

UNDERSIDE OF STRUCTURE

CONTINUOUS DEFLECTION TRACK
FASTEN TO STRUCTURE @12" OC MAX.

HEAD

PLAN
METAL STUDS PER SCHEDULE

5/8" GWB

1"

SAFB PER SCHEDULE

BASE

CONT. ACOUSTICAL SEALANT
(WHERE INSULATION OCCURS)

(2) LAYER 5/8" FIRE RESISTANT GWB EACH
SIDE - ONLY A4 & A6

(2) LAYER 5/8" GWB EACH SIDE -
ONLY D4 & D8

SINGLE SIDE SELF SUPPORTED PARTITION
E

CONT. BOTTOM RUNNER ATTACHED TO SLAB
AT 24" O.C., MAX AND WITHIN 1'-0" OF ENDS.

CEILING WHERE APPLICABLE

UNDERSIDE OF STRUCTURE

CONTINUOUS DEFLECTION TRACK
FASTEN TO STRUCTURE @12" OC MAX.

HEAD

PLAN
METAL STUDS PER SCHEDULE

5/8" GWB

WALL BASE

1"

SAFB PER SCHEDULE

BASE

CONT. ACOUSTICAL SEALANT
(WHERE INSULATION OCCURS)

CONT. ACOUSTICAL SEALANT
(WHERE INSULATION OCCURS)

GWB  TO EXTEND 6" MIN ABOVE FINISHED
CEILING - ONLY D3 & D7

6"
 M

IN
.

6"
 M

IN

GWB  TO EXTEND 6" MIN ABOVE FINISHED
CEILING - ONLY E3 & E6

FURRING PARTITION
F

CONT. BOTTOM RUNNER ATTACHED TO SLAB
AT 24" O.C., MAX AND WITHIN 1'-0" OF ENDS.

CEILING WHERE APPLICABLE

UNDERSIDE OF STRUCTURE

CONTINUOUS DEFLECTION TRACK
FASTEN TO STRUCTURE @12" OC MAX.

HEAD

PLAN
METAL STUDS PER SCHEDULE

5/8" GWB

WALL BASE

1"

SAFB PER SCHEDULE

BASE

CONT. ACOUSTICAL SEALANT
(WHERE INSULATION OCCURS)

CONT. ACOUSTICAL SEALANT
(WHERE INSULATION OCCURS)

1 1/2"=1'-0" 1 1/2"=1'-0" 1 1/2"=1'-0" 1 1/2"=1'-0"

DOUBLE CHASE PARTITION
G 1 1/2"=1'-0"

VARIES

STOREFRONT
H 1 1/2"=1'-0"

NON-RATED PARTITION WITH CLEARSTORY
K 1 1/2"=1'-0"

KNEE WALL FURRING PARTITION
J 1 1/2"=1'-0"

METAL PANEL FURRING
M

NOT USED
N

TERRACOTTA FURRING
L

CONT. BOTTOM RUNNER
ATTACHED TO SLAB AT 24" O.C.,
MAX AND WITHIN 1'-0" OF ENDS.

5/8" GWB.

WALL BASE.

METAL STUDS PER SCHEDULE

EDGE OF SLAB

ALIGN TO TOP
OF MULLION

RE
FE

R 
TO

 F
LO

OR
PL

AN
 A

ND
 E

XT
ER

IO
R 

W
AL

L T
AG

2"  TYP.

HEAD

BASE

PLAN
SAFB PER SCHEDULE

CONT. BOTTOM RUNNER
ATTACHED TO SLAB AT 24" O.C.,
MAX AND WITHIN 1'-0" OF ENDS.

5/8" GWB.

WALL BASE.

METAL STUDS PER SCHEDULE

DEFLECTION TRACK

CEILING AS SCHEDULED
WHERE APPLICABLE

HEAD

UNDERSIDE OF STRUCTURE

1"

CLEAR OR FROSTED GLAZING

AP
PR

OX
 8'

-0
" T

O 
AF

F.

TERRACOTTA RAINSCREEN FRAMING

TRP1

1 1/2"=1'-0"

BASE

PLAN

HEAD

CEILING WHERE APPLICABLE

UNDERSIDE OF STRUCTURE

METAL PANEL FRAMING

MPL1

BASE

PLAN

HEAD

CEILING WHERE APPLICABLE

UNDERSIDE OF STRUCTURE

PARTITION TYPE PER SCHEDULE

SAFB PER SCHEDULE

6"
 M

IN
.

GWB  TO EXTEND 6" MIN ABOVE FINISHED
CEILING - ONLY F2

1 1/2"=1'-0" 1 1/2"=1'-0" 1 1/2"=1'-0"

5/8" FIRE RESISTANT GWB.

1"

ALUM STOOL TRIM PIECE

PARTITION TYPE PER SCHEDULE

SEE STRUCTURAL FOR LAT.
SUPPORT ANGLES

SEE DETAIL 5/A-802

3/4"

1" x 1" GLAZING CHANNEL

1/4
"

WALL BASE

3"
 T

YP
.

9"
 T

YP

SEE DETAIL 2/A-802

CUT OUT SLAB AS REQUIRED TO FIT CLOSER
INTO FLOOR. SEE MANUFACTURER SPECS. FILL
UNDER THE BOX WITH  NON-SHRINK GROUT

5/8" FIRE RATED GWB EACH SIDE -
ONLY D2, D9 & D11

5/8" FIRE RATED GWB EACH SIDE -
ONLY J2
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07/31/2012 Addendum No. 1A

 1 1/2" = 1'-0"

A-801WALL PARTITION TYPE

07/23/2012

100% SUBMITTAL

ARCHITECTURE

B1

B2

B3

B4

4" CH

4" CH

6" CH

6" CH

4 5/8"

5 1/4"

7 1/4"

7 7/8"

3"

3"

3"

3"

1 HR

2 HR

1HR

2HR

U415A

U415B

U415A

U415B

.

.

.

.

.

(2) LAYER 5/8" FIRE RESISTANT GWB, (1) LAYER 1" LINER

.

(2) LAYER 5/8" FIRE RESISTANT GWB, (1) LAYER 1" LINER

A1

A2

A3

A4

.

.

3 5/8"

3 5/8"

.

.

4 7/8"

6 1/8"

.

.

3"

3"

.

.

1 HR

2 HR

.

.

U419

U419

.

.

.

.

NOT USED

NOT USED

.

(2) LAYER 5/8" FIRE RESISTANT GWB EA. SIDE

A5

A6

A7

6"

6"

6"

7 1/4"

8 1/2"

7 1/4"

3"

3"

3"

1 HR

2 HR

1 HR

U419

U419

U419

.

.

.

.

(2)  LAYER 5/8" FIRE RESISTANT GWB EA. SIDE

SMOKE BARRIER

C1

C2

C3

C4

C5

C6

7 5/8"

7 5/8"

7 5/8"

7 5/8"

7 5/8"

7 5/8"

7 5/8"

9 1/8"

10 3/4"

11 7/8"

9 1/8"

11 7/8"

.

.

.

2 HR

2 HR

2 HR

2 HR

2 HR

2 HR

U905

U914

U914

U914

U914

U914

.

.

.

.

FURRING CHANNEL, (1) LAYER 5/8" GWB ON ONE SIDE

2 1/2" STUD, (1) LAYER 5/8" GWB ON ONE SIDE

3 5/8" STUD, (1) LAYER 5/8" GWB ON ONE SIDE

FURRING CHANNEL, (1) LAYER 5/8" GWB ON ONE SIDE, SMOKE BARRIER

3 5/8" STUD, (1) LAYER 5/8" GWB ON ONE SIDE, SMOKE BARRIER

D1

D2

D3

D4

3 5/8"

3 5/8"

3 5/8"

3 5/8"

4 7/8"

4 7/8"

4 7/8"

6 1/8"

.

3"

.

3"

0 HR

0 HR

0 HR

0 HR

40

45

.

53

42

.

FIRE RATED GWB

EXTEND GWB 6" MIN. ABOVE FINISHED CEILING

(2) LAYER GWB EA. SIDE

E1

E2

E3

E4

.

3 5/8"

3 5/8"

3 5/8"

.

4 1/4"

4 1/4"

4 1/4"

.

.

.

3"

.

0 HR

0 HR

0 HR

.

.

.

.

.

.

.

.

NOT USED

.

EXTEND GWB 6" MIN. ABOVE FINISHED CEILING

.

E5

E6

E7

E8

6"

6"

6"

3 5/8"

6 5/8"

6 5/8"

6 5/8"

4 1/8"

.

.

3"

0 HR

0 HR

0 HR

0 HR

.

.

.

.

.

.

.

EXTEND GWB 6" MIN. ABOVE FINISHED CEILING

SMOKE BARRIER

G1

G2

G3

G4

3 5/8"

3 5/8"

6"

6"

VARIES

VARIES

VARIES

VARIES

.

3"

.

3"

0 HR

0 HR

0 HR

0 HR

55

59

55

59

.

.

F1

F2

7/8"

7/8"

1 1/4"

1 1/4"

. 0 HR

0 HR

. . .

EXTEND GWB 6" ABOVE FINISH CEILING

H1

H2

. . .

.

. . . SMOKE BARRIER, D11 PARTITION ABOVE CEILING

D6 PARTITION ABOVE CEILING

K1

K2

K3

K4

3 1/8"

4 1/4"

4 1/4"

6 5/8"

.

.

3"

.

0 HR

0 HR

0 HR

0 HR

. .

.

.J1

J2

3 5/8"

3 5/8"

4 7/8"

4 7/8"

.

3"

0 HR

0 HR

. 44

45

.

REFER TO INTERIOR ELEVATION FOR THE EXTENT OF
CLEARSTORY.  FIRE RATED GWB.

D5

D6

D7

D8

D9

D10

D11

6"

6"

6"

6"

3 5/8"

3 5/8"

6"

7 1/4"

7 1/4"

7 1/4"

8 1/2"

4 7/8"

4 7/8"

7 1/4"

.

3"

.

3"

3"

3"

0 HR

0 HR

0 HR

0 HR

0 HR

0 HR

0 HR

46

.

55

45

.

.

EXTEND GWB 6" MIN. ABOVE FINISHED CEILING

(2) LAYER GWB EA. SIDE

SMOKE BARRIER, FIRE RATED GWB

8'-0" HIGH PARTITION. REFER TO INTERIOR ELEVATION

SMOKE BARRIER, FIRE RATED GWB

1. PROVIDE METAL STRAPPING, WOOD BACKING, WOOD NAILERS, STUD REINFORCEMENT, AND STUD OF 20 & 18 GA. MIN.
AT ALL CASEWORK, TOILET ROOM & KITCHEN ACCESSORIES, MARKER &  TACK BOARDS, DISPLAY RAILS, ETC. -
SEE INTERIOR ELEVATIONS.

2. ALL FIRE RATED PARTITIONS SHALL BE CONSTRUCTED FULL HEIGHT TO & SEALED AGAINST UNDERSIDE OF DECK (UNO). PROVIDE
CONTINUOUS FIRE RATED SEALANT ALL EDGES.

3. DIMENSIONS ARE FOR DESIGN PURPOSE ONLY. CONTRACTOR RO COORDINATE & FIELD VERIFY ALL  FINAL DIMENSIONS.

4. VERTICAL STUDS TO BE CUT 1/2" LESS IN LENGTH THAN ASSEMBLY HEIGHT.

5. ALL NON-RATED PARTITIONS WITH SOUND BATT SHALL BE FULL-HEIGHT TO & ACOUSTICALLY SEALED AGAINST THE UNDERSIDE OF
DECK (UNO). SEAL AROUND ALL PENETRATIONS, OUTLET BOXES, ETC. WITH ACOUSTICAL SEALANT.

6. FOR ALL RATED PARTITIONS, SEE MEP DRAWINGS FOR UL DETAILS FOR ALL FIRESTOPPING AT PENETRATIONS, OUTLET BOXES,
ETC.

7. FOR ALL RATED PARTITIONS, OUTLET & V-BOXES ON OPPOSITE SIDES OF WALL SHALL BE SPACED A MIN. DISTANT OF 24" O.C.

8. PROVIDE ADDITIONAL FRAMING, WHERE REQUIRED FOR WALL-MOUNTED ELEMENTS, INCLUDING BUT NOT LIMITED TO: FLAT PANEL
DISPLAYS, PLUMBING FIXTURES & DISPLAY CASES.

9. REFER TO FINISH PLANS AND INTERIOR ELEVATIONS FOR PARTITIONS THAT REQUIRES ADDITIONAL LAYER OF GYPSUM BOARDS.

GENERAL NOTES:

E4 PARTITION WITH METAL PANEL FURRING

E7 PARTITION WITH METAL PANEL FURRING

D5 PARTITION WITH METAL PANEL FURRING

G2 PARTITION WITH METAL PANEL FURRING

G6 PARTITION WITH METAL PANEL FURRING

.

L1

L2

L3

D11 PARTITION WITH TERRACOTTA FURRING

D6 PARTITION WITH TERRACOTTA FURRING

A5 PARTITION WITH TERRACOTTA FURRING

M1

M2

M3

M4

M5

3 5/8"

6"

6"

3 5/8"

6"

. .

.

.

0 HR

0 HR

0 HR

0 HR

0 HR

. .6"

6"

6"

.

.

.

.

. . .

2 1/2"

3 5/8"

3 5/8"

6"

45

A

A

A

A

A

A


