NOTES UNLESS OTHERWISE SPECIFIED:
1. MATERIAL: CRES TYPE 304 COND. A
2. NO PLATING REQUIRED

3. AFTER ABRADING; DEGREASE WITH TRICHLORETHANE

AND BAG PART.
4. ALL RADII ARE R.005 MAX

QUESTIONS CALL MIKE JACKSON:(301)286-7384
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NO. LIST OF MATERIAL
UNLESS OTHERWISE SPECIFIED-DIMENSIONS ARE IN INCHES
TOLERANCES: A T S AND Goddard Space Flight Center Greenbelt, Maryland
XX XXX — FRACTIONS 125
002 40005 405 + 116 w NAME INIT. ~ DATE
REMOVE ALL BURRS AND SHARP EDGES R.010 OR CHAMFER MAX.
DESIGNER
" | FLIGHT HARDWARE NON-FLIGHT M. JACKSON TTLE
HARDNESS TEST NOT REQUIRED DRAWN
| | TEST HARDNESS PER ASTM E-18, LOCATION OPTIONAL M. JACKSON N O S E C O N E )
[ | TEST HARDNESS PER ASTM E-18 WHERE INDICATED | cecken
ON FIELD OF DRAWING THUS ® M. JACKSON TRUSS STRUT’
NO NON-DESTRUCTIVE EXAMINATION (NDE) REQ'D APPROVED-STRESS L I G H TW E I G H T E D
D NDE REQUIRED PER S-313-009 CODE M JACKSON
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