
1. OPERATING FREQUENCY:            7145‐7235 MHZ 

2. OPERATING POWER:               30KW CW  

3. VSWR (PASSBAND):                1.1:1 (MAX) 

4. LOAD VSWR (PASSBAND)              1.5:1 (MAX) 

5. VSWR (HARMONICS):                 2:1 (MAX) 

6. TOTAL HARMONIC ENERGY:                100W (MAX) 

7. INSERTION LOSS: 

  A. PASSBAND:                    0.15DB (MAX) 

  B. 2ND HARMONIC:    15DB (MIN) 

8. WAVEGUIDE SIZE:      WR‐137 

9. WAVEGUIDE GAS CHARACTERISTICS: 

A. SUBSTANCE:                   DRY AIR OR NITROGEN 

B. PRESSURE:      16OZ (MAX) 

C. LEAKAGE:  <1OZ PRESSURE DROP IN 24 HOURS AFTER INITIAL 
PRESSURIZATION TO 16 PSI 

10. COOLING WATER: 

  A. STATIC PRESSURE:                  150 PSIG (MAX) 

  B. FLOW:      1 GPM 

  C. PRESSURE DROP:    < 1 PSI 

  D. LEAKAGE:  NO LEAKAGE WHEN PRESSURIZED AT 150 PSIG FOR 4 
HOURS 

  E. MATERIAL:  WETTED MATERIAL SHALL BE COMPATIBLE WITH 
DEIONIZED WATER 

11. FLANGES 

  A. MATERIAL:  316SS 

  B. DIMENSIONS:  PER JPL 9453350 

  C. FINISH:  MASK Ø.50 ON BACK OF FLANGES (THRU HOLES) BEFORE 
PAINTING. 

  D. ATTACHMENT:  BRAZED TO WAVEGUIDE 

12. WAVEGUIDE:  INTERIOR OF WAVEGUIDE TO BE <32µ‐INCH RMS AND 
FREE OF SCRATCHES, DENTS, BURNS, EXCESS BRAZING 
METAL, CORROSION AND FOREIGN MATTER OF ANY 
KIND 

13. FINISH: 

  A. COATING:  EPOXY PRIMER PER MIL‐P‐23377 TYPE 1, CLASS 2 
TOPCOAT FLAT BLACK PER MIL‐C‐22750, TYPE 1, FED 
STD 595, COLOR #37038 

  B. MASKING:                                        SURFACES INDICATED WITH AN “M” ARE TO BE MASKED   
            FROM PAINT. 

Released for Final - Released on 2012/03/05 by JOSE MIRANDA: Signed by DAVID LOSH-CogE, NEIL BUCKNAM-DsgnSupv, DAVID LOSH-Check


