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SOFIA	Segment	3	Archiver	Purchase	

1.0	SCOPE	
NASA has a requirement for providing network storage to archive housekeeping, non‐housekeeping, and 

science instrument team data.  The Stratospheric Observatory for Infrared Astronomy (SOFIA) Mission 

Control Center Systems (MCCS) Archiver is designed such that it is composed into two hardware units, a 

Direct Attached Storage (DAS) disk array which provides storage over fiber channel, and a server which 

mounts the DAS and serves NFS over multiple SOFIA networks. 

2.0	Deliverables	
Item, Quantity, and Technical specifications Description: 

Disk Array (Qty 3) 

 RAID levels 0,1,10 & 5 for redundancy and availability 

 Dual SBB 2.0 compliant high‐speed controllers each with two Fiber Channel  8Gb/s inputs 

 Sustained data transfer rates of over 300 MB/s per controller 

 24TB raw space to provide at least 10TB RAID10 

 Utilize drive packs, where a drive pack contains multiple SATA disks 

 Drive packs allow for use of COTS rotating or solid state drives without negatively affecting 

environmental specifications 

 Drive packs are hermetically sealed and rugged for deployment in harsh environments 

 Drive packs built for frequent removal and exchange 

 Utilize thermal monitoring and control protects against extreme temperatures 

 Unit Fans used to vent heat from the interior electronics 

 Powered by 100‐240 VAC, 60 Hz source 

 Compatible with current OSS‐MDA‐T5 disk arrays 

 Operating temperature is required to be 0F to +160F.  If the operating temperature range could 

not be met, NASA can evaluate the proposed temperature range for a possible waiver. 

 Operating altitude is required to be 0 to 20,000 feet, if this could not be met, NASA will evaluate 

the proposed operating altitude for a possible waiver. 

 Storage altitude is required to be at least 50,000 feet, if this could not be met, NASA will 

evaluate the proposed storage altitude for a possible waiver.   

 Relative humidity is required to be 5 – 95% operating (might accept slightly less) 

 Vibration is required to be at least DO160D, curve B1 (might accept differently after assessing 

the proposed vibration information) 

Spare Drive Packs (Qty 2) 

 6x 2TB hard drives loaded in each Pack 



 Drive packs allow for use of COTS rotating or solid state drives without negatively affecting 

environmental specifications 

 Drive packs are hermetically sealed and rugged for deployment in harsh environments 

 Drive packs built for frequent removal and exchange 

 Compatible with current OSS‐MDA‐T5 disk arrays 

Archiver Server (Qty 3) 

 Dual Xeon processor with at least 2.4Ghz six cores per processor 

 At least 32GB RAM 

 160GB SSD 

  2 onboard gigabit Ethernet ports  

 Additional quad port gigabit Ethernet adapter 

 Compatible Fiber Channel Host Bus adapter with the disk array supporting 8Gb/s 

 Dual 500W AC power supplies 

 Utilize at least 46.6CFM fans to provide airflow 

 At least a MTBF of 100,000 hours across all components 

 Operating temperature is required to be 0° to 160°F, if the operating temperature range could 

not be met, NASA can evaluate the proposed temperature range for a possible waiver. 

 Operating altitude is required to be 0 to 20,000 feet, if this could not be met, NASA will evaluate 

the proposed operating altitude for a possible waiver. 

 Storage altitude is required to be at least 50,000 feet, if this could not be met, NASA will 

evaluate the proposed storage altitude for a possible waiver. 

 Operating Humidity is required to be 5 to 95% (non‐condensing) (might accept slightly less) 

 Vibration is required to be at least DO160D, curve B1 (will accept differently after assessing the 

proposed vibration information) 

 Server and associated hardware is compatible with Debian Linux 6.0 “Squeeze” 

Additional Requirements 

A complete set of NEBS certificates and detail Testing Reports or any other certifications 

Applicable Manuals & Support Software 

Disk Arrays must be delivered with firmware that fixes issues with heater units 

MTBF data for all units 

Certificate of Conformance 

Milestone Delivery & Payment Schedule 

Description  Delivery Date  Amount Payment Date

Unit 1  30 days after award  TBP* 30 days after acceptance

Unit 2  60 days after award  TBP* 30 days after acceptance

Unit 3  60 days after award  TBP* 30 days after acceptance

Drive Packs  60 days after award  TBP* 30 days after acceptance

* To be proposed 


