
1. Three Channel Benchtop GaussMeter 

Three-channel benchtop gaussmeter to be used for three-axis AC and DC magnetic field measurements 
for electromagnetic interference testing of spaceflight electronics hardware.   

Shall meet the following minimum Specifications: 

• Three Channel Flux Density Measurement 

• Front panel provides display and user control 

• Measures and displays for each channel:  flux density, frequency, temperature, minimum, 
maximum, peak and valley. 

• Displays units in Gauss, Tesla, and A/m 

• Calculates and displays vector summation of three channels 

• Peak measurement mode 

• Auto-range capability 

• Zeroing capability 

• Compatible with three-axis Hall probes 

• Computer interface via IEEE-488, RS-232 interface and USB 

• Measurement Range:  300mG to 300kG 

• Frequency Range:  DC to 50kHz 

• DC Measurement Accuracy: ±0.05% of reading 

• AC Measurement Accuracy: ± 2% of reading 

• Input Power: 120VAC, 60Hz 

• Includes Zero Flux Chamber 

• Includes Certificate of Calibration 
 
 

2. Three-Axis Hall Probe  

Three-axis probe to be used with gaussmeter specified in Item 1.   

Shall meet the following minimum Specifications: 

• Three-axis measurement probe 

• DC Performance:   0.25% Linearity 

• Maximum Field: 10 kG 

• Stem Length:  8 inches 

• Cable Length:  10 feet 

 


