
A A

HD-01-033-M002_-.SLDDRW

D

C

B

AA

B

C

D

234568

8 7 6 5 4 3 2 1

SHARP CORNERS

SILICONE PHENOLIC

DRAWN

DESIGNED

CHECKED

PROG. MGR.

PROJ. LEAD

Ames Research Center

SIZE

B
REV

SHEET 1 OF 2INDEXSCALE: 3 : 1

MFG. PROJ. LEAD

GROUP LEAD

OPERATIONS LEAD

CUSTOMER REP.

CAGE CODE

Moffett Field, California

DATE
REVISIONS

ZONE LETTER DRAWN DATE APPRVD

HD-01-033-M002 -
MATERIAL: CARBON PHENOLIC OR

CONFIDENTIAL

TOLERANCES:

PROPRIETARY AND

SURFACES TO BE:
ALL MACHINED 

DIMENSIONS ARE IN INCHES

DATE

UNLESS OTHERWISE SPECIFIED:

SPRITE 250 CARBON PHENOLICDATE

J. G. Mach

DATE

DATE

DATE

DATE

-
DATE

DATE

TO .002                              T.I.R.

DO NOT SCALE DRAWING

DIA. ON SAME AXIS CONCENTRIC

NOTED
EXCEPT AS 

APPLY AFTER FINISH TREATMENT
ALL DIMENSIONS AND TOLLERANCES

1/64FRACTIONS: 
.005

WRITTEN PERMISSION OF NASA. APPLICATION

NO. NEXT ASSY
IN PART OR AS A WHOLE WITHOUT THE 
NOT TO BE DISTRIBUTED OR REPRODUCED 

INSTRUMENTED PLUG

25307

J. G. Mach

S. Gorbunov

D. Empey

S. Gorbunov

J. G. Mach

ANGLES: 0°30'
DECIMALS: .XX 01 .XXX

THE INFORMATION CONTAINED IN THIS 
DRAWING IS NASA SENSITIVE TECHNOLOGY. 
IT IS THE SOLE PROPERTY OF NASA AND 

SENSOR DEVELOPMENT LAB
DO NOT BREAK 

FILE NAME:

8

3
2

4

6

5

7

NOTES:
1) PLUG BONDED INTO GORE (REF. 
DWG. HD-03-033-M007)

SECTION A-A 
SCALE 3 : 1

JUNCTION IS EMBEDDED
UPON INSTALLATION

 .25 

 130° (REF) 

.710 (REF) 

 .50 (REF) 

 

 18.0 

 .04 

1

ITEM 
NO. PART NAME DESCRIPTION MATERIAL QTY.

1 Raw Plug Raw TPS Plug Conformable 
Carbon Phenolic 1

2 Horizontal 
Alumina Tube

.281 L Alumina Tube 
(Omega P/N: TRX-005132) Alumina 2

3 TC2 Vertical 
Alumina Tube

.159 L Alumina Tube 
(Omega P/N: TRX-005132 Alumina 1

4 TC1 Vertical 
Alumina Tube

.309 L Alumina Tube 
(Omega P/N: TRX-005132) Alumina 1

5 Positive 
Insulation

30 AWG Insulation 
(Omega P/N: FBGS-R-30) Fiberglass 2

6 Negative 
Insulation

30 AWG Insulation 
(Omega P/N: FBGS-Y-30) Fiberglass 2

7 Negative TC 
Lead

3 mil. Type K Negative 
(Omega P/N: SPAL-003) Nickel-Aluminum 2

8 Positive TC 
Lead

3 mil. Type K Positive 
(Omega P/N: SPCH-003) Nickel-Chromium 2

.060 MIN PENETRATION
FOR HARNESS
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SECTION B-B 
SCALE 4 : 1
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