Calibrated Infrared Camera
Statement of Work

The supplier shall supply calibrated infrared camera systems to meet the following requirements:

1) Minimum pixel resolution of 640x480 for the infrared detector, uncooled.
2) The detector shall operate within the 7 to 14µm spectral range, to be compatible with the existing MSFC infrared windows.
3) Minimum recording speed of 50 Hz at the 640x480 array size.
4) Minimum sub window capability recording speed of 180Hz.
5) Infrared len(s) shall be automatically detected by the camera not requiring manual input from the user. 
6) Each infrared lens shall have remote focus.
7) The infrared camera software shall have the ability to connect with the infrared camera automatically upon initiation of software.

8) The camera shall be calibrated to a temperature range from -20°C to 650°C, multiple ranges are acceptable.
9) The camera shall also be high temperature calibrated from minimum of 300°C to at least 2000°C, in a single range.

10) The infrared camera data shall be downloaded with industry standard RJ-45 port for a standard network cable, company proprietary cables not allowed.
11) The infrared camera systems shall be delivered installed and provide 1 day of on-site instruction by a trained operator. 
Infrared Camera Systems #1

SC655 24.5mm lens with ExaminIR Pro, 41.3mm lens, 13.1mm lens, 2000C high temp calibration on all lens, or equivalent
Infrared Camera Systems #2

SC655 24.5mm lens with ExaminIR Pro, 2000C high temp calibration, or equivalent
Infrared Camera Systems #3

SC655 24.5mm lens with ExaminIR Pro, 2000C high temp calibration, or equivalent
         Qty                          Item  
1)     3 ea                          SC655 2.4 mm lens with ExaminIR Pro

2)     1 ea                          41.3 mm lens

3)     1 ea                          13.1 mm lens

4)     ***                           High Temperature option 300C to 2000C

            5)     ***                           Shipping

