Specifications:
ITEM 1
4 ea relief valves  

Set pressure range 150 to 500 psig

Supply with set pressure of 150 and 500 psig

Orifice size 0.065 sq in

Coefficient of Discharge: 0.816

Seat Material: Teflon
Seal Material: Teflon
Operating temp range -423 to 400 deg F

1” MS-33649 inlet and outlet

Stainless steel construction

Blowdown: 5-20% adjustable

ASME Section VIII coded

Standard screwed cap

Shall serve as a direct replacement for existing Flowsafe model F84-4 series relief valves without requiring modification to existing tubing or panels

Shall utilize existing stock of replacement / repair parts for existing Flowsafe model F84-4 series relief valves

Flowsafe  model F84-4 series relief valves meet these requirements

ITEM 2
4 ea relief valves  

Set pressure range 750 to 1500 psig

Supply with set pressure of 750 and 1500 psig

Orifice size 0.065 sq in

Coefficient of Discharge: 0.816

Seat Material: KEL-F

Seal Material: Teflon
Operating temp range -423 to 400 deg F

1” MS-33649 inlet and outlet

Stainless steel construction

Blowdown: 5-20% adjustable

ASME Section VIII coded

Standard screwed cap

Shall serve as a direct replacement for existing Flowsafe model F84-4 series relief valves without requiring modification to existing tubing or panels

Shall utilize existing stock of replacement / repair parts for existing Flowsafe model F84-4 series relief valves

Flowsafe  model F84-4 series relief valves meet these requirements

ITEM 3
2 ea relief valves  

Set pressure range 4000 psig
Supply with set pressure of 4000 psig
Orifice size 0.065 sq in

Coefficient of Discharge: 0.816

Seat Material: Vespel

Seal Material: Teflon
Operating temp range -423 to 400 deg F

1” MS-33649 inlet and outlet

Stainless steel construction

Blowdown: 5-20% adjustable

ASME Section VIII coded

Standard screwed cap

Shall serve as a direct replacement for existing Flowsafe model F84-4 series relief valves without requiring modification to existing tubing or panels

Shall utilize existing stock of replacement / repair parts for existing Flowsafe model F84-4 series relief valves

Flowsafe  model F84-4 series relief valves meet these requirements

ITEM 4
2 ea relief valves 

Set pressure range 50 psig
Supply with set pressure of 50 psig
Orifice size 0.261 sq in

Coefficient of Discharge: 0.816

Seat Material: Viton
Seal Material: Teflon
Operating temp range -30 to 400 deg F

1” MS-33649 inlet and outlet

Stainless steel construction

Blowdown: 5-20% adjustable

ASME Section VIII coded

Standard screwed cap

Shall serve as a direct replacement for existing Flowsafe model F85-8 series relief valves without requiring modification to existing tubing or panels

Shall utilize existing stock of replacement / repair parts for existing Flowsafe model F85-8 series relief valves

Flowsafe  model F85-8 series relief valves meet these requirements

ITEM 5
6 ea relief valves  

Set pressure range 150-500 psig
Supply with set pressure of 150, 250, and 500 psig
Orifice size 0.261 sq in

Coefficient of Discharge: 0.816

Seat Material: Teflon
Seal Material: Teflon
Operating temp range -423 to 400 deg F

1” MS-33649 inlet and outlet

Stainless steel construction

Blowdown: 5-20% adjustable

ASME Section VIII coded

Standard screwed cap

Shall serve as a direct replacement for existing Flowsafe model F84-8 series relief valves without requiring modification to existing tubing or panels

Shall utilize existing stock of replacement / repair parts for existing Flowsafe model F84-8 series relief valves

Flowsafe  model F84-8 series relief valves meet these requirements

ITEM 6
4 ea relief valves  

Set pressure range 750-1000 psig
Supply with set pressure of 750 and 1000 psig
Orifice size 0.261 sq in

Coefficient of Discharge: 0.816

Seat Material: KEL-F

Seal Material: Teflon
Operating temp range -423 to 400 deg F

1” MS-33649 inlet and outlet

Stainless steel construction

Blowdown: 5-20% adjustable

ASME Section VIII coded

Standard screwed cap

Shall serve as a direct replacement for existing Flowsafe model F84-8 series relief valves without requiring modification to existing tubing or panels

Shall utilize existing stock of replacement / repair parts for existing Flowsafe model F84-8 series relief valves

Flowsafe  model F84-8 series relief valves meet these requirements

