
Minimum required specifications for S-Band TRL Calibration Kit 

 All wavequide sections shall be of high quality and include indexing holes and alignment pins to 
ensure precision alignment 

 Kit shall contain: 
o Wavequide to 7mm adapters (2) 
o Straight wavequide section (2) 12 in. long 
o ¼ wavelength straight section or through 
o A fixed short 
o Shall contain all needed components for accurate TRL calibration 
o ANSI/NCSL traceability of calibration standards 

 Cal standard parameters required for TRL calibration shall be provided and compatible with PNA 
Agilent software 

 Wavequide to Coaxial adapters shall have VSWR less than 1.25:1 
 
 
 
 
Minimum required specifications for L-Band TRL Calibration Kit 

 All wavequide sections shall be of high quality and include indexing holes and alignment pins to 
ensure precision alignment 

 Kit shall contain: 
o Wavequide to 7mm adapters (2) 
o Straight wavequide section (2) 12 in. long 
o ¼ wavelength straight section or through 
o A fixed short 
o Shall contain all needed components for accurate TRL calibration 
o ANSI/NCSL traceability of calibration standards 

 Cal standard parameters required for TRL calibration shall be provided and compatible with PNA 
Agilent software 

 Wavequide to Coaxial adapters shall have VSWR less than 1.25:1 
 


