
SOW	  for	  MPCV	  Solar	  Cell	  Secondary	  Working	  Standards	  
	  
I.	  	  Deliverables	  

1. Quantity	  4:	  ZTJ	  Full-‐stack	  secondary	  working	  standards	  per	  specification	  no.	  
MPCV-‐ESM-‐SWS	  001	  

2. Quantity	  2:	  ZTJ	  Top	  junction	  secondary	  working	  standard	  per	  specification	  
no.	  MPCV-‐ESM-‐SWS	  001	  

3. Quantity	  2:	  ZTJ	  Middle	  junction	  secondary	  working	  standard	  per	  
specification	  no.	  MPCV-‐ESM-‐SWS	  001	  

4. Quantity	  2:	  ZTJ	  Bottom	  junction	  secondary	  working	  standard	  per	  
specification	  no.	  MPCV-‐ESM-‐SWS	  001	  

5. 2	  copies	  of	  the	  Acceptance	  Data	  Package	  (ADP)	  for	  items	  1-‐4	  consisting	  of:	  
a. Certification	  of	  Conformance	  –	  including	  the	  primary	  calibration	  

standards	  used,	  environmental	  conditions	  and	  the	  calibration	  output	  
current	  

b. Full	  illuminated	  I-‐V	  curve	  for	  each	  SWS	  
II.	  	  Delivery	  Due	  Date:	  	  December	  30,	  2013	  
	  
III.	  	  Acceptance	  

1. The	  hardware	  deliverables	  and	  ADP	  shall	  be	  available	  for	  NASA	  inspection	  at	  
the	  Emcore	  facility	  prior	  to	  packaging	  for	  shipment.	  

	  
III.	  	  Packaging	  and	  Shipping	  

1. Following	  NASA	  acceptance	  of	  the	  deliverables,	  Emcore	  shall	  ship	  the	  
hardware	  and	  one	  copy	  of	  the	  ADP	  to	  the	  following	  address:	  

Astrium	  GmbH	  
Airbus-‐Allee	  1	  
28199	  Bremen	  
Germany	  

	  


