ATTACHMENT 

TABLE 1
Small Business?       Y  or N

Does your company take credit cards?     Y or N

Authorized Distributor?     Y or N

Original Equipment Manufacturer?  Y or N
	
	In Stock
	Acquire
	Can’t Supply

	Key:  [IS] - In Stock     [A/M] - Acquire or Manufacture  [CS] Can't Supply 
	
	
	

	Capacitors (Ceramic, Tantalum, Glass, Plastic Film)
	
	
	

	MIL-PRF-20, Fixed, Ceramic Dielectric, Temperature Compensating, Established Reliability
	
	
	

	MIL-PRF-123, Fixed, Ceramic Dielectric, Temperature Stable and General Purpose, High Reliability
	
	
	

	MIL-PRF-39014, Fixed, Ceramic Dielectric, Established Reliability
	
	
	

	 MIL-PRF-55681, Chip, Multiple Layer, Fixed, Unencapsulated, Ceramic Dielectric, Established Reliability 
	
	
	

	MIL-PRF-49470, Fixed, Ceramic Dielectric, Switch Mode Power Supply
	
	
	

	MIL-PRF-39003, Fixed, Tantalum, Electrolytic (Solid Electrolyte), Polarized, Established Reliability
	
	
	

	MIL-PRF-39006, Fixed, Tantalum, Electrolytic (Nonsolid Electrolyte), Hermetically Sealed, Established Reliability
	
	
	

	MIL-PRF-55365, Chip, Fixed, Tantalum, Established Reliability
	
	
	

	MIL-PRF-23269, Fixed, Glass Dielectric, Established Reliability
	
	
	

	MIL-PRF-83421, Fixed, Metallized, Plastic Film Dielectric, Hermetically Sealed, Established Reliability
	
	
	

	S-311-P-829F  Capacitor, Ceramic, Multilayer Chip, Space Applications
	
	
	

	MIL-PRF-87217, Fixed, Supermetallized, Plastic Film Dielectric, Direct Current for Low Energy, High Impedance Applications, Hermetically Sealed in Metal Cases, High Reliability
	
	
	

	Inductors (RF Fixed and Variable, Standard and Chip)
	
	
	

	MIL-STD-981, Design, Manufacturing and Quality Standards for Custom Electronmagnetic Magnetic Devices for Space Applications
	
	
	

	MIL-PRF-39010, Coils, Fixed, Radio Frequency, Established Reliability
	
	
	

	MIL-PRF-83446, Coils, Chip, Fixed or Variable, Radio Frequency
	
	
	

	Resistors (Film, Wirewound, Networks, High Voltage)
	
	
	

	MIL-PRF-39017, Fixed, Resistor, Film, (Insulated), Established Reliability
	
	
	

	MIL-PRF-55182, Fixed, Resistor, Film, (Insulated), Established Reliability
	
	
	

	MIL-PRF-55342, Fixed, Resistor, Film, Chip, Established Reliability
	
	
	

	S-311-P-742, Fixed, Resistor, Low, Resistance Temperature Characteristic
	
	
	

	S-311-P-813, Fixed, Resistor, Very Low, Resistance Temperature Characteristic
	
	
	

	MIL-PRF-39005, Fixed, Resistor, Wirewound, (Accurate), Established Reliability
	
	
	

	MIL-PRF-39007, Fixed, Resistor, Wirewound, (Power Type), Established Reliability
	
	
	

	MIL-PRF-39009, Fixed, Resistor, Wirewound, (Power Type, Chassis-Mounted), Established Reliability
	
	
	

	MIL-PRF-39015, Variable, Resistor, Wirewound, (Lead Screw Actuated), Established Reliability
	
	
	

	MIL-PRF-83401, Resistor Networks, Fixed, Resistor Networks, Film
	
	
	

	S-311-P-741  Resistor, Fixed, Low TC, Precision, High Voltage (Caddock Type TG)
	
	
	

	S-311-P-742D  Resistor, Fixed, Low TC, Precision, RadialLead (Caddoc Type TK)
	
	
	

	S-311-P-796C  Resistors, MatchedPair", Low TC, Precision, RadialLead (Caddock Type TK)"
	
	
	

	S-311-P-813C  Resistor, Fixed, Low Temperature Characteristic Precision, RadialLead
	
	
	

	S-311-S-819  Resistor, Fixed, Foil (Managanin) Power, Current Sensing, Surface Mount
	
	
	

	S-311-S-820  Resistor, Fixed, Foil (Manganin) Power, Current Sensing, 2Terminal, Surface Mount
	
	
	

	S-311-S-821  Resistor, Fixed, Foil (Manganin), Chip, Power, Current Sensing, Surface Mount
	
	
	

	S-311-P-683, Fixed, Resistor, High Voltage, Precision, Axial Lead
	
	
	

	Diodes (Small Signal, Power, Multiple Array, Zener, Transient Voltage Suppressor, Field Effect, Schottky Barrier, Thyristor)
	
	
	

	MIL-PRF-19500, GENERAL SPECIFICATION FOR SEMICONDUCTOR DEVICES
	
	
	

	Transistors (Low Power, High Power, FET, RF)
	
	
	

	MIL-PRF-19500, GENERAL SPECIFICATION FOR SEMICONDUCTOR DEVICES
	
	
	

	Microcircuits (Monolithic and Hybrids. To include logic, memories, microcontrollers, ASICs, PLDs, Lineear, DC-DC Converters)
	
	
	

	MIL-PRF-38535  General Specification For Integrated Circuits (Microcircuits) Manufacturing
	
	
	

	MIL-M-38510, General Specification for Microcircuits
	
	
	

	MIL-PRF-38534, General Specification for Hybrid Microcircuits
	
	
	

	EMI/RFI Filters
	
	
	

	MIL-PRF-28861, Filters, Radio Interference/Electromagnetic Interference Suppression
	
	
	

	Thermistors
	
	
	

	S-311-P-18, Thermistors, Negative Temperature Coefficient, Insulated and Uninsulated, Non-Hermetic
	
	
	

	S-311-P-827A  Thermistor (Thermally Sensitive Resistor), Chip, Negative Temperature Coefficient or Positive Temperature Coefficient
	
	
	

	S-311-P-18J  Thermistor, (Thermally Sensitive Resistor), Insulated and Uninsulated, Negative Temperature Coefficient, Specifications for
	
	
	

	MIL-PRF-23648, Thermistors, Insulated
	
	
	

	Thermal Switches
	
	
	

	S-311-641/02  Switch, Thermostatic, Bimetallic, SPST, Narrow Differential, Hermetic, Detail Specification for
	
	
	

	S-311-641/03D  Switch, Thermostatic, Bimetallic, SPST, Corrosion Resistant Steel, Hermetic, Detail Specification for
	
	
	

	S-311-641/04B  Switch, Thermostatic, Bimetallic, SPST, High Power, Hermetic, Detail Specification for
	
	
	

	S-311-641/05  Switch, Thermostatic, (Bimetallic), Subminiature Sealed, Single Pole, Single Throw (SPST), 5 Amperes and Low Level, Detail Specification for
	
	
	

	S-311-641/06  Switch, Thermostatic, (Bimetallic), Subminiature Sealed, Single Pole, Single Throw (SPST), 1 Ampere and Low Level, Detail Specification for
	
	
	

	S-311-641/07  Switch, Thermostatic, (Bimetallic), Subminiature Sealed, Single Pole, Single Throw (SPST), 1 Ampere and Low Level, Detail Specification for
	
	
	

	S-311-641B  Switches, Thermostatic, General Requirements for
	
	
	

	Thermal Heater
	
	
	

	S-311-P-079E  Procurement Specification for Thermofoil Heater
	
	
	

	 
	
	
	

	Fuses
	
	
	

	P600L, Fuses, Subminiature, Cartridge, Instrument Type
	
	
	

	MIL-PRF-23419, Fuses, Subminiature, Cartridge, Instrument Type
	
	
	

	Connectors (Circular, D-Sub, Microminiature, Printed Circuit)
	
	
	

	MSFC 40M38277 Connectors, Circular Connectors, Low Silhouette, Low Outgassing, Bayonet Coupled, -150°C to +200°C
	
	
	

	MSFC 40M38298 Connectors, Circular Connectors, Miniature, Low Outgassing, Bayonet Coupled, -150°C to +200°C
	
	
	

	MSFC 40M39569 Connectors, Circular Connectors, Low Outgassing, Bayonet Coupled, -150°C to +200°C
	
	
	

	MIL-DTL-38999 Connectors Series I & II, Circular Connectors, Bayonet Coupled, -65°C to +200°C
	
	
	

	GSFC S-311-P-4/09 and MIL-DTL-24308 D-Subminiature Connectors, Standard Density Size 20 Crimp Contacts, -55°C to +125°C
	
	
	

	GSFC S-311-P-4/07 and MIL-DTL-24308 D-Subminiature Connectors, High Density Size 22D Crimp Contacts, -55°C to +125°C
	
	
	

	GSFC S-311-P-10, S-311-P-4/05 and MIL-DTL-24308, D-Subminiature Connectors
	
	
	

	S-311-P-768  Connectors, Electrical, Miniature, Circular, Low Outgassing [Amphenol (453) Suffix], General Specification for
	
	
	

	S-311-P-822A  Connectors, PWB, 2mmc PCITM Style, High Reliability
	
	
	

	S-311-P-835  Connector, Electrical, RF, Twinaxial, Microminiature
	
	
	

	S-311-P-826  Connector, Ultraminiature Triaxial 
	
	
	

	MIL-DTL-39012 Radio Frequency Connectors
	
	
	

	MIL-PRF-83513 Microminiature Connectors
	
	
	

	MIL-C-55302 Printed Circuit Connectors
	
	
	

	Wire (Stranded, Coaxial, Multiconductor)
	
	
	

	MIL-W-22759, Wire, PTFE, ETFE Insulated, Copper or Copper Alloy Conductor
	
	
	

	MIL-C-17 Radio Frequency, Coaxial Cable
	
	
	

	MIL-C-27500, Cable, Multiconductor Cable, Shielded and Unshielded, Jacketed and Unjacketed
	
	
	

	Relays (Solid State, Electromagnetic, Hybrid and Solid State, Time Delay)
	
	
	

	MIL-PRF-28750, General Specification for Solid State Relays
	
	
	

	MIL-PRF-39016F, Specification for RELAYS, ELECTROMAGNETIC, ESTABLISHED RELIABILITY
	
	
	

	MIL-PRF-6106, Relays, Electromagnetic (including Established Reliability (ER) Types)
	
	
	

	MIL-PRF-83726, SPECIFICATION FOR RELAYS, HYBRID AND SOLID STATE, TIME DELAY
	
	
	

	S-311-P-754   Relays, Electromagnetic, Hermetically Sealed
	
	
	

	MIL-PRF-28776D, General Specification for RELAYS, HYBRID, ESTABLISHED RELIABILITY
	
	
	

	Switches (Rotary, PF Transmission Line, Toogle, Environmentally Sealed, Rotary, Power Selector, SNAP ACTION (BASIC, LIMIT, PUSH BUTTON AND TOGGLE SWITCHES), TOGGLE, POSITIVE BREAK, PRESSURE, (ABSOLUTE, GAGE, AND DIFFERENTIAL), TOGGLE, MOMENTARY, FOUR-POSITION ON, CENTER OFF, TOGGLE: 28 VOLT DC, ROTARY, SNAP ACTION AND DETENT/SPRING RETURN ACTION, ROTARY, MULTIPOLE AND SELECTOR, CODE INDICATING WHEEL (PRINTED CIRCUIT), THUMBWHEEL AND PUSH-BUTTON, PUSH BUTTON, ILLUMINATED, Dual In-Line Package (DIP), TOGGLE, UNSEALED AND SEALED)
	
	
	

	MIL-DTL-3786H, SWITCHES, ROTARY (CIRCUIT SELECTOR, LOW-CURRENT CAPACITY)
	
	
	

	MIL-DTL-3928F, SWITCHES, RADIO-FREQUENCY TRANSMISSION LINE, (COAXIAL AND MICROSTRIP)
	
	
	

	MIL-DTL-3950G General Specification for Switches, Toggle, Environmentally Sealed
	
	
	

	MIL-DTL-6807E, GENERAL SPECIFICATION FOR SWITCH, ROTARY, SELECTOR POWER
	
	
	

	MIL-PRF-8805F, GENERAL SPECIFICATION FOR SWITCHES AND SWITCH ASSEMBLIES, SENSITIVE, SNAP ACTION (BASIC, LIMIT, PUSH BUTTON AND TOGGLE SWITCHES)
	
	
	

	MIL-DTL-8834H, GENERAL SPECIFICATION FOR SWITCHES, TOGGLE, POSITIVE BREAK
	
	
	

	MIL-DTL-9395H, GENERAL SPECIFICATION FOR SWITCHES, PRESSURE, (ABSOLUTE, GAGE, AND DIFFERENTIAL)
	
	
	

	MIL-DTL-9419G, GENERAL SPECIFICATION FOR SWITCH, TOGGLE, MOMENTARY, FOUR-POSITION ON, CENTER OFF
	
	
	

	MIL-DTL-13735G, SWITCHES, TOGGLE: 28 VOLT DC
	
	
	

	MIL-DTL-15291F, GENERAL SPECIFICATION FOR SWITCHES, ROTARY, SNAP ACTION AND DETENT/SPRING RETURN ACTION
	
	
	

	MIL-DTL-21604E, GENERAL SPECIFICATION FOR SWITCHES, ROTARY, MULTIPOLE AND SELECTOR
	
	
	

	MIL-PRF-22710G, GENERAL SPECIFICATION FOR SWITCHES, CODE INDICATING WHEEL (PRINTED CIRCUIT), THUMBWHEEL AND PUSH-BUTTON
	
	
	

	MIL-PRF-22885G GENERAL SPECIFICATION FOR SWITCHES, PUSH BUTTON, ILLUMINATED
	
	
	

	MIL-PRF-83504C, GENERAL SPECIFICATION FOR SWITCHES, DUAL IN-LINE PACKAGE (DIP)
	
	
	

	MIL-DTL-83731C, GENERAL SPECIFICATION FOR SWITCHES, TOGGLE, UNSEALED AND SEALED
	
	
	

	Printed Circuit Board Manufactures
	
	
	

	IPC-6011   Generic Performance Specifications for Printed Boards   Initial Release, July 1996
	
	
	

	IPC-6012  Qualification and Performance Specification for Rigid Printed Boards  B,  August 2004
	
	
	

	IPC-A-600  Guidelines for Acceptability of Printed Boards, July 2004
	
	
	

	MIL-PRF-31032A, GENERAL SPECIFICATION FOR PERFORMANCE SPECIFICATION PRINTED CIRCUIT BOARD/PRINTED WIRING BOARD
	
	
	


