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Specification 
 

Ground Operations Hypergol Servicing of the Multi-Purpose 
Crew Vehicle in the Multi Payload Processing Facility for 

Offline Processing and Integration (GO Hypergol Servicing of 
the MPCV in the MPPF for OPI) 

 
Hypergolic and Pneumatic Tubing 
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SCOPE 
 
The GO Hypergol Servicing of the MPCV in the MPPF for OPI at Kennedy Space Center 
is installing service stands and tubing to perform hazardous servicing of MPCV.  The 
system design and operations require pneumatic and hypergolic systems for servicing and 
pressurization functions.  This specification details the requirements for the procurement 
of the tubing for this pneumatic system 

 
 
REQUIREMENTS 
 
The vendor shall supply seamless tubing per details below. Vendor shall deliver material 
certifications with the tubing. (Certificate of Conformance) 
 
Outer Diameter:  per table 1 below 
Length:   per table 1 below 
Wall Thickness:  per table 1 below 
Material:  Seamless 304/L SS  
Standard:  ASTM A269  
Country of Origin:  Domestic or DFAR 
 
          
 
Please Quote Separate Line for each Tube Spec. 
 
 
Tube     
OD (in) wall thk (in) Total (ft) 

¼ 0.035 108 
½ 0.072 1213 
¾ 0.065 326 
1 0.095 219 

1- ½  0.049 7 
2 0.065 429 

 
Table 1.  Tubing specifications 
 
 


