NASA/LaRC has a Brand Name or equal requirement for an imaging spectrometer system in accordance with the minimum following specifications:
· Horiba Instruments Model# iHR320-11AS or equal (Qty: 1) f/4.1 spectrometer with triple grating turret and 3 gratings:
· 300 gr/mm ruled grating blazed at 3 micron (Qty: 1)
· 150 gr/mm ruled grating blazed at 5 micron (Qty: 1)
· 120 gr/mm ruled grating blazed at 7.5 micron (Qty: 1)
The spectrometer system shall incorporate the following features:  
· Focal length 0.32 m

· Aperture f/4.1

· Scanning Range: 150- 40 microns

· Grating Size: 68 x 68 mm

· Number of gratings on turret: 3

· Flat Field Size: 30 x 12 mm

· Spectral Resolution: 0.06 nm

· Wavelength Accuracy: (0.20 nm

· Wavelength Repeatability: (0.075 nm

· Scan Speed: 160 nm/s

· Slits: Variable (micrometer)

· Motorized wavelength drive

· Drive Step Size 0.002 nm 

· USB Computer Interface
The following items shall be included in support of the above spectrometer:

· Horiba Instruments Model# AFW-C6PM or equal (Qty: 1) Motorized 6 position filter wheel
· Horiba Instruments Model# CSW-SYNERGY or equal (Qty: 1) software for Windows
