
Specifications 
 

(QTY: 2) - FREE RUNNING Oscillator  
 FREQ:6.553 GHZ, PHASE NOISE: -95dBc/Hz@10KHz, STABILITY: 4PPM/°C, SPURIOUS: -95dBc, 

HARMONICS: -25dBc, POUT: +18dBm to +25.30dBm, TEMP: -30°C TO +75°C, SUPPLY:+15VDC, Mech. 
Tuning:30 MHz 0-12VDC; SMA-F, SIZE: 2.25X0.92X0.67"HT 
 

(QTY: 2) - FREE RUNNING Oscillator 
 FREQ:15.995 GHZ, PHASE NOISE: -85dBc/Hz@10KHz, STABILITY: 4PPM/°C, SPURIOUS: -95dBc, 

HARMONICS: -25dBc, POUT: +18dBm to +26.40dBm, TEMP: -30°C TO +75°C, SUPPLY:+15VDC, Mech. 
Tuning:30 MHz 0-12VDC; SMA-F, SIZE: 2.25X0.92X0.67"HT 

 
(QTY: 2) - FREE RUNNING 

 FREQ:32.624 GHZ, PHASE NOISE: -80dBc/Hz@10KHz, STABILITY: 4PPM/°C, SPURIOUS: -95dBc, 
HARMONICS: -20dBc, POUT: +13dBm Typ., TEMP: -30°C TO +75°C, SUPPLY:+15VDC, Mech. Tuning:300 
MHz; 0-12VDC; SMA-F, SIZE: 2.25X0.92X0.67"HT 

 
(QTY: 2) - Amplifier, Frequency  

 32.624 GHz +/-500MHz; Gain: 7dB min.; Psat: +20dBm max; Supply: +8 to +15VDC; Connectors I/O: 2.92mm-
M/2.92mm-F; Size: 1.2x1.2x0.5"HT 


