
Wallops Island Flight Facility 

Coring to Support Airfield Pavement Load Evaluation 

Preliminary Core Data 
 

 

CORE ID  DEPTH (IN.)  DESCRIPTION (MAX. AGGREGATE SIZE ) 

301  0 to 2‐1/4 
2‐1/4 
2‐1/4 to 4 
4 to 9 
9 to 15‐1/2 

Asphalt 3/8 in. 
Fabric 
Asphalt 3/4 in.– crumbly 
Asphalt 3/4 in. 
Concrete  1‐1/2 in. round 

302  0 to 2‐1/2 
2‐1/2 to 3‐1/2 
3‐1/2 to 10‐1/4 
10‐1/4 to 16‐1/2 

Asphalt 3/8 in. 
Asphalt 3/8 in.– crumbly 
Asphalt 3/4 in. 
Concrete  1‐1/2 in. round 

303  0 to 1‐1/2 
1‐1/2 to 3‐1/2 
3‐1/2 to 10 
10 to 16 

Asphalt 3/8 in. 
Asphalt 3/8 in.– crumbly 
Asphalt 1 in. 
Concrete  1‐1/2 in. round 

304  0 to 1‐1/2 
1‐1/2 
1‐1/2 to 3‐1/2 
3‐1/2 to 10‐1/2 
10‐1/2 to 16 

Asphalt 3/8 in. 
Fabric 
Asphalt 3/8 in.– crumbly 
Asphalt 1 in. 
Concrete  1‐1/2 in. round 

305  0 to 1‐1/2 
1‐1/2 to 5 
5 to 10 
10 to 16 

Asphalt 3/8 in. 
Asphalt 1 in.– crumbly 
Asphalt 1 in. 
Concrete  1‐1/2 in. round 

306  0 to 1 
1 to 4‐1/2 
4‐1/2 to 10‐1/2 
10‐1/2 to 16‐1/2 

Asphalt 3/8 in. ‐ broken 
Asphalt 3/8 in.– crumbly 
Asphalt 1 in. 
Concrete  2 in. crushed 

 


