STATEMENT OF WORK
Micro-D Metal Shell Connectors, 12/21/15
Background

· NASA GSFC, Code 553 is in possession of multiple detector test cryostats that are pre-wired with Micro-D Metal shell bulkhead and hermetic feedthrough connectors.
· Mating connectors are required in order to interface harnesses and printed circuit boards with the internal bulkhead and external hermetic Micro-D Metal shell connectors.

· Specified connectors have been tested and verified to meet all mating requirements and tolerances. 

Scope

· The vendor shall deliver all Micro-D Metal shell connectors and quantities as specified in deliverables.
Requirements

· Substitutions of part numbers shall not be accepted.
Deliverables or Delivery Schedule

· The vendor shall deliver the following Micro-D Metal shell connectors:
	Part Number
	Quantity

	Glenair MWDM2L-25PSM
	10

	Glenair MWDM2L-25SSM
	10

	Glenair MWDM2L-51PSM
	25

	Glenair MWDM2L-51SSM
	25

	Glenair MWDM2L-100PSM
	25

	Glenair MWDM2L-100SSM
	25

	Glenair MWDM2L-25PBSP-.140
	10

	Glenair MWDM2L-25SBSP-.140
	10

	Glenair MWDM2L-25PBRP-.140
	10

	Glenair MWDM2L-25SBRP-.140
	10

	Glenair MWDM2L-51PBRP-.140
	10

	Glenair MWDM2L-51SBRP-.140
	10

	Glenair MWDM2L-100PBRP-.140
	10

	Glenair MWDM2L-100SBRP-.140
	10


· The vendor shall deliver the connectors 1-4 weeks after receipt of purchase order. 
